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STRUCTURE 12E

This structure is a four-barreled reinforced concrete box culvert, located in Levee 29 at the

junction with L-67A, about 33 miles west of Miami.  Control is effected by manually operated

sluice gates mounted on a reinforced concrete head structure.

PURPOSE

This structure discharges from the L-29 borrow canal (through the Tamiami Canal) to the

Everglades National Park via the L-67 Extension borrow canal.

OPERATION

This structure is manually operated by the U. S. Corps of Engineers under either flood or

normal conditions.

NOTE:  This structure has no function since the construction of the South Dade Conveyance

system.  5/30/79

FLOOD DISCHARGE CHARACTERISTICS

Design

Discharge Rate 700 cfs

*    % SPF

Headwater Elevation 8.5 feet

Tailwater Elevation 8.0 feet

Type Discharge controlled submerged

*Design not related to Standard Project Flood

DESCRIPTION OF STRUCTURE

Type reinforced concrete box culverts with upstream control

Number of barrels 4

Size of barrels 7' X 7'

Length of barrels  61.5 " feet each

Flow line elevation 1.0 feet

Service bridge elevation 18.0 feet

Water level which will by-pass structure 15 " feet
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Gates

Number 4

Type Hydraflo Model 14-12

Size 7' X 7'

Control Manual

Lifting Mechanism - Type hoist

Pedestal mounted, screw type hand wheel operated

ACCESS: This structure is located on U.S. Highway 41

HYDRAULIC AND HYDROLOGIC MEASUREMENTS

Water Level upper and lower staff gauges only

Gate Position Recorder None

DEWATERING FACILITIES

Storage None


